MODELO:

F i C n L DEPOSITOS HORIZONTALES DE AIRE I

DIMENSIONES GENERALES REVISION:
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MODELO |VOH[Pma A | B | C |@D|E|F|G|H|BR |J|K|R|V
m bar Kg
FIC-100/8-H 0,1 8 1000| 750 | 510 | 400 | 100 | 550 | 290 | 350 60 | 460 (112" 112" | 45
FIC-200/8-H 0,20 1470|1200 | 850 | 450 | 250 | 600 | 340 | 400 80 | 630 | 2" | 12" | 75
FIC-300/8-H 0,30 1700|1420 (1000 | 500 | 250 | 600 | 360 | 420 80 (580 | 2" [12"| 95

FIC-500/8-H 0.5 1830|1500 | 1000 | 620 | 300 | 600 | 480 | 540 | 80x120 | 100 | 720 |1 1/4"| 12" | 115

FIC-700/8-H 0,7 1890|1500 | 1000 | 750 | 300 | 600 | 560 | 640 | 80x120 | 120 | 870 |1 1/4"| 3/4" | 185
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FIC-1000/8-H 1 1920 | 1500 | 1000 | 850 | 300 | 600 | 660 | 740 | 80x120 | 120 | 970 | 2" | 3/4" | 230




